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ZLWK PRUH WKDQ  LQKDELWDQWV WKH VKDUH RI F\FOLQJ WUDQVSRUW IRU FRPPXWLQJ PRGDO VSOLW LV HVVHQWLDOO\



















7KH DGYDQWDJH RI ELF\FOH WUDQVSRUW FRPSDUHG WR RWKHU PRGHV RI WUDQVSRUW LQ FLWLHV LV HVSHFLDOO\ LWV HFRQRPLF
HIILFLHQF\ QRLVHOHVVQHVV HQYLURQPHQWDO IULHQGOLQHVV DQG ORZGHPDQGVRQ ODQGXVH$W FXUUHQW OHYHORIPRWRUL]HG
WUDQVSRUWWKHPRWLYDWLRQRIVRPHJURXSVRILQKDELWDQWVIRUPRUHIUHTXHQWELF\FOHXVLQJLVDOVRWKHHOLPLQDWLRQRIDQ\


















3.1. Commuting to Work 
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3.2. Commuting to school 
7KHFRXUVHRIVKDUHVRI LQGLYLGXDOPRGHVRI WUDQVSRUW IRU MRXUQH\V WR VFKRRO LV VLJQLILFDQWO\GLIIHUHQW IURPIRU
MRXUQH\VWRZRUN,QVXPPDU\ZHFDQVD\WKDWWKHMRXUQH\VWRVFKRRODUHOLPLWHGRQO\WRDIHZPRGHVRIWUDQVSRUW
GHSHQGLQJRQWKHVL]HRIWKHPXQLFLSDOLW\ZKLOHF\FOLQJWUDQVSRUWKDVDKLJKO\PDUJLQDOUROH


































































EXW WKH\ DUH DGDSWHG SUHFLVHO\ IRU WKH SXUSRVH RI FRXQWLQJ RI KXPDQ ERGLHV RU ELNHV$GYDQFHG WHFKQRORJ\ FDQ
GLVWLQJXLVKEHWZHHQF\FOLVWVSHGHVWULDQV LQFOXGLQJ LQOLQH VNDWHUV DQG DXWRPRELOHV6HQVRUV UHFRUG WKH LQGLYLGXDO
XVHUV DQG SRVVLEO\ WKH GLUHFWLRQ RI WKHLU PRYHPHQW DQG WUDQVIHU WKHP WR FHQWUDO SHUVRQDO FRPSXWHU IRU IXUWKHU
SURFHVVLQJ







x 3\URHOHFWULF VHQVRUV  'HWHFW ERG\ KHDW DQG ZRUN XQGHU DOO QRUPDO FOLPDWLF FRQGLWLRQV *XDUDQWHHG ZLGWK RI
PRQLWRUHG URDGSURILOH LVP7KH DGYDQWDJHRI WKLV WHFKQRORJ\ LV WKH HDVHRI LQVWDOODWLRQ DQG FRQVLGHUDEOH
LQFRQVSLFXRXVQHVVRIGHYLFHVEHFDXVHWKH\FDQEHFDPRXIODJHG7KH\FDQEHSODFHGLQWRWKHER[HVXQGHUJURXQG
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WKH HQYLURQPHQW RI FLWLHV DQG UHJLRQV > @ ,Q WKH DUWLFOH WKH SUREOHPV RI SODQQLQJ DQG ILQDQFLQJ RI F\FOLQJ
LQIUDVWUXFWXUH DUH GHVFULEHG DQG WKH VWDWH RI GHYHORSPHQW RI F\FOLQJ WUDQVSRUW LQ WKH 6RXWK %RKHPLDQ 5HJLRQ LV
PHQWLRQHGDVZHOO$XWKRUVFRQFHLYHGWKHFRQWULEXWLRQDVUHFKHUFKpRIDYDLODEOHPDWHULDOVDQGUHVHDUFKSURMHFWVWKDW
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,QFRQFOXVLRQLWLVDSSURSULDWHWRPHQWLRQWKDWWKHFRUUHFWDOORFDWLRQRIILQDQFLDOUHVRXUFHVWRWKHGHYHORSPHQWDQG
































>@)$5.$629$95(%(7$.07KH LPSDFW RI JOREDOL]DWLRQ RQ LQWHUQDWLRQDO URDG WUDQVSRUW ,Q*OREDOL]DWLRQ DQG LWV VRFLRHFRQRPLF
LPSOLFDWLRQV
>HOHFWURQLFUHVRXUFH@UHYLHZHGPLVFHOODQ\RILQWHUQDWLRQDOVFLHQWLILFFRQIHUHQFH5DMHFNp7HSOLFHWR2FWREHU,6%1
2QOLQHSS$YDLODEOHDWKWWSZZZNHXQL]DVNDVVHWV.21)(5(1&,$]ERUQN*OREDOL]DFLDSGI


